
ltem/Model Number:  54362

Lamping I Ampoule:1xLED 11W (Included)

Made in China | Fabrique en Chine | Hecho en China
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enfants

the product.

components inside. los componentes dentro.

for future use.

reach of children.

 product.
el producto.

or cleaning.

 est déchiré ou é

reduce the appearance of erprints and other 
smudges.

talc ré duit l’ apparence des empreintes digitales et d’ 
autres taches.

polish.

 un détergent doux. 

e sure that 
the

me  and scorching, or even cause color to fade.

consérvelos para usarlos en el futuro.

o limpiarla.

causar un incendio.

otras manchas.

limpiadores apropiados, es decir, limpiador de 

produit.

endommager le produit.

pourrait endommager les 

 AND OUTDOOR

au conducteur et ne doivent pas être connectés 
directeme ension

: 

intrusion.

LUMIÈRE EXTÉRIEURE: Pour une en extérieur, 
calfeutrage autour de l’appareil avec du scellant en silicone 

pour empêcher l’intrusion d’eau.
À L’EXTÉRIEUR À L’EXTÉRIEUR

LUZ EXTERIOR: Para uso en exteriores, selle el 
sellador alrededor del accesorio con sellador de 
silicona para evitar la intrusión de agua.



Before getting,started,ensure the package

contains the following components:

Antes de comenzar, asegurese de que el paquete

contenga los siguientes componentes:

Avant de commencer, assurez-vous qu le

paquet contient les composants suivants:
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LED-36V-300

      LED CC DRIVER
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Dongguan Hopestar Electronic Co.,Ltd

Built-in Dimmable LED Driver

Model:LED-36V-300

lnput:120V~,60Hz,0.08A

Output:15...36Vdc,Constant 300mA
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WIRING DIAGRAM

DIMMER COMPATIBILITY

SCHEMATIC

FOR  GENERAL

REFERENCE  ONLY

                     MUST be installed by an experienced professional

     CRITICAL KNOWLEDGE of electronic lighting systems required

ITEM/MODEL:54362

IMPROPER WIRING and/or INCORRECT DIMMER use can cause CATASTROPHIC DAMAGE!

              THIS FIXTURE MUST BE INSTALLED with a COMPATIBLE DIMMER SWITCH

                                       DO NOT CUT FACTORY-MADE CONNECTIONS.

VERIFIED LIST OF TESTED DIMMERS
GENERAL COMPATIBILITY

IMPORTANT!

If the control is not paired properly to LED

fixtures, irreparable damage may occur.

If the dimmer you are using is not listed here,

consult a lighting professional or view our

Dimming Compatibility Chart online:

https://www.maximlighting.com/led-dimmer
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 AC: 100-120V~50/60HZ

LED DRIVER DIAGRAM

L3"*W1*1/4"*H1"

    FACTORY CONNECTIONS

(+) INNER CONUCTOR | OUTER MESH (-)

         MUST be installed by an experienced professional

CRITICAL KNOWLEDGE of electronic lighting systems required

White(N)
Black(L)

LED-36V-300

BLACK(-) RED(+)
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