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• 1 x MX-L-120-3K
• 9” Connecting cord
• Romex connector included

Includes:

Patent Pending: Gimbal to direct 
illumination

Patent Pending: LED strip for direct and 
even illumination

LED Str ip -  Dist r ibutes L ight Evenly
   No Hot Spots

Features:

Gimbal -  Di rects L ight 
Rotates 120o

• 3 Color temperatures: 2700K, 3000K, 4000K
• Easy to install multiple 3/8 knockouts for direct

wire
• CRI 90+
• Dimmable Triac and ELV Dimmer
• 50,000 Hour rated life
• Extend end to end or with a connector cord
• Link up to 750 max watts from one power supply
• 120° Rotation

LMXBRO1707



         Connector Cord
         9”    87876 BK, WT
       18”    87877 BK, WT
       24”    87878 BK, WT

Power Cord
72” 87880 BK, WT

Plastic Wire Clip
53255, .5”W     .25”H  1”L
Package of 10

4 Direct Wire Box
87885 BK, WT
2.25”W  1”H  5”L

ACCESSORIES - Includes 9” Connector Cord

Dimmable Triac & ELV Dimmers

Suggested Dimmers 
Lutron  -  DVELV-300P
Lutron  -  SCL-153P
Legrand - RH703PTUTC

MXInterLink4

No Hot Spots

1” Thick

Links up to 750 watts on single power

Patented Gimbal rotates 120º  
to direct light

High - Low Toggle Switch
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Match your mood with your  lighting by 
switching between 3 color temperatures: 
2700K, 3000K, and 4000K.  All are 90+ CRI for 
accurate color rendering when compared 
to natural light.  Set the mood when enter-
taining with a warmer light or brighten the 
area for a clearer task area.  Also, the 3K has 
a patented gimbal designed to allow light 
to be directed as well as a patented LED 
strip for even light distribution to eliminate 
hot spots.

COLOR TEMPERATURES 
& ADJUSTABLE GIMBALS

3-in-1
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