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Ref. No.: LCZP23030336, V1.0

Sample Description

PORTSIDE 10" OUTDOOR

Luminaire Type WALL SCONCE Model/Type 10182

Input Type X AC [1 bc Rated Voltage 120VAC, 60Hz
Rated Wattage 9w Lamp Rated Flux 8101Im

Lamp Type LED Bulb Lamp Model BL9E26FT120V30
Power Supply Type Integrated in lamp Power Supply Model Not Provided
Luminous Length N/A Luminous Width N/A

Luminous Diameter 200 mm Luminous Height 100 mm
Sample Code of lab. 230331105001

Test Condition

Temperature 25.0°C Humidity 65%

Test Equipment LC-1-902 GMS-2000 Test Mode C-Gamma

Test Date 2023-03-31 Test Method Absolutely photometric

Azimuth (C) 15 Elevation (Gamma) 5

Test distance 29.97m Uncertainty Considered

Stabilization 2 hours

Characteristics

Input Voltage 120.04 V Input Current 0.070 A

Wattage 7.94 W Power Factor 0.950

Total lumens 582.84 Im Luminous Efficacy 73.41 Im/W

Luminaire Efficiency 100% Central Intensity 145.336 cd

Max intensity 145.607 cd Angle of max intensity C=90,Gamma=5

Maximum S/H co_180=1.17 CIE Type Direct lighting
C90_270=1.19

Luminance Data (cd/m?)

Gamma 45 50 55 60 65 70 75 80 85

Co 2887 2829 2778 2730 2641 2466 2285 2020 1672

C45 2845 2760 2709 2678 2614 2459 2266 1991 1652

C90 2813 2752 2702 2666 2609 2457 2269 1996 1648
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Light Distribution Curve(cd)
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Zonal flux distribution table
() Average [(cd) Zonal Film) Sum F{lm) Eff Flux( %) Eff Sumi%a)

0.0 145336 0,000 0 0.00% 0.00%
3.0 144 988 3471 347 0.60% (1_60%,
10,0 140.722 10.221 13.692 [.75% 2.35%
15.0 134,433 16,322 0014 2.80% 5.15%
2000 127.740 21.607 51.62 3.71% & Bo%
230 119.867 25969 o et 4.46% 13.31%
30,0 113.637 29.550 107.14 507% 18.38%
35.0 109 983 32930 140,07 5.65% 24 .03%
S0 107.364 36.263 176.332 6.22% 0.25%
45.0 103,474 39,038 215.371 6.70% 3i6.95%
0.0 9% 4592 40810 236.181 7.00% 43 93%
350 93.398 41.723 297,505 7.16% 31.11%
GO0 BR.640 42,078 339982 7.22% 58.33%
G50 82167 41.523 381,506 Td2% 65 46%
J0.0 72613 39,192 420697 6.72% 72.18%
75.0 62.385 35287 455984 6.05% TE23%
=00 30161 30114 426,099 517% 3 A0%,
B5.0 37415 23,797 509,895 4.08% 27.48%
20.0 26.269 17.437 527.332 2.99% Q0 45%%
95.0 15 (e 12419 539.752 2.13% 02.61%
1.0 14.584 9.150 348,902 1.57% 94 18%
105.0 10.7586 G788 555.69 [.16% 95.34%
110.0 8.256 4.977 60,667 1. 85% 96.20%
115.0 6.726 3993 S64.401 0.65% 96.85%
120.0 5.775 3.039 367.5 (.52% 97.37%
125.0 5.325 2.566 370,065 44%% 97.81%
130.0 5469 2.347 372412 0.40% 98.21%
1350 5.950 2307 374719 0.40% O8.61%
1440.0 3.770 2170 376,889 0.37% 08.98%%
145.0 4.891 1.779 3TR.GOS 0.31% 99.28%
150.0 4.158 1.332 &0 0.23% 99.51%
155.0 3.706 0.995 580,990 0.17% 99.68%%
160.0 3412 0.747 581.742 0.13% 99.81%
165.0 3.067 0.534 582376 0.09% 99,905
17000 2,757 (1.345 382.622 (1.06%: 99 96%,
175.0 2.286 0,180 582.802 0.03% 99.99%
150.0 0.867 0.038 FE2.E4 0.01% 1O O
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ISO illuminance diagram(Lux)
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Lux distance Curve
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Utilization factor table
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Intensity data(cd)

Clyl(®) 0.0 5.0 1.0 150 2.0 2540 J0.0 350 40.0

0.0 145.34 145.77 144.20 138.27 131.63 125.70 119.06 114.44  112.69
15.0 145.34 145.51 142.49 135.92 129.79 122.95 116.46 112.64 111.22
300 145.34 144.71 141.05 133.98 127.91 120.04 113.43 11083 10958
45.0 145.34 143.72 138.97 132.25 125.89 117.11 111.20 108.96 10681
A 145.34 143.18 137.53 130,88 123.88 115.59 110.86 10835 105.75
T5.0 145.34 142.73 13616 129.42 122.22 113.86 108.82 106.30 104.42
90.0 145.34 142.72 135.68 129.01 121.52 112.95 108.53 106.00 102.75

105.0 145.34 142.53 135.57 128.53 12066 112.08 107.29 104.94 102.68
120.0 145.34 142.71 135.56 128.95 120,89 111.65 107.21 105.04 102.87
135.0 145.34 142.89 135.91 129.03 122.23 113.17 108.19 105.74 103.48
150.0 145.34 143.54 136.91 129.93 123.41 113.602 107.73 105.11 103.48
165.0 145.34 144.16 138.53 131.63 124.91 115.02 10848 116,30 104.94
180.0 145.34 141.76 134.43 128.75 1202 111.47 107.63 106.32 103.79
195.0 145.34 143.29 136.90 131.30 124.10 114.15 109.54 108.20 105.98
210.0 145.34 145.07 140.06 134.25 127.19 117.00 111.01 108.87  106.37
2150 145.34 146.41 142.83 136.47 130.55 121.32 113.08 109.58 106.72
24000 145.34 147.85 145.16 138.69 132.95 125.05 116.07 111.40 108.35
1550 145.34 14%.93 147.23 141.92 135,98 129.15 119.61 113.95 110.71
270.0 145.34 148.49 145.40 143.26 136.95 130,54 121.43 114.54 110.69
285.0 145.34 147.78 147.96 143.08 136.48 130,60 121.93 115.15 111.26
RILIKL 145.34 147.15 146.69 141.44 135.29 129.58 121.88 115.36 111.02
J15.0 145.34 146.97 144.97 138.99 132.65 127.21 120.24 114.62 110.27
330.0 145.34 146.33 142.89 136.09 150,48 124.68 121.42 113.80 110.63
3450 145.34 145.70 141.25 134.35 125.18 122,01 116.20 112.84 110.30
Jo0.0 145.34 145.77 144.20 138.27 131.63 125.70 119.06 114.44 112.69

Clyi®) 45.0 S0.0 55.0 G0 65.0 To.0 750 &0.0 85.0

K] 110.16 105.97 100,21 04.602 H#8.16 T9.00 6835 56.48 42,95
15.0 108.82 104.38 98.34 9183 #6.62 T6.84 05.83 5312 40.42
300 106.37 101.72 95.82 01,949 5450 T4.55 0355 51.57 3897
45.0 103.58 UR.83 93.99 8907 H2.08 Ti61 0i.21 48.30 36.47
6.0 1] .44 95.69 91.21 Bo.09 T9.00 6769 57.12 46.23 35.28
T5.0 99.92 94.58 20,21 85.44 T7.97 06.37 55.07 45.24 34.00
9411 08.42 9409 0049 85.79 T8.49 b6 58 55.00 44.93 33.74

105.0 98.52 94.36 89.93 54.96 T6.83 65.62 54.77 44.29 3362
12000 0888 94.72 0,37 84.49 T6.15 b 65 54.15 43.65 3308
135.0 99.67 96.14 91.69 87.44 T9.10 07.87 56.81 46.03 34.61
150.0 1HL58 9641 02.33 8807 8073 09,04 SH.35 47.75 36.33
165.0 101,76 97.86 93.50 8905 82.61 72,17 61.46 51.38 39.85
1850.0 99,77 94,97 9096 8572 T7.649 .64 5704 4513 31.82
195.0 101.01 93.77 91.50 87.06 80,49 T0.00 G050 48.33 35.45
210.0 10190 96.35 01.62 87.77 81.43 T1.95 02.21 50.23 37.00
215.0 102.51 96.77 91.48 87.00 81.81 73.56 .42 51.97 38.62
24000 1395 0584 92.91 B8.15 8313 T5.50 65.35 5174 3478
255.0 106.57 101.00 94.97 89,04 £4.90 7752 67.81 54.59 40.11
270.0 10609 140 95.45 9031 #5.34 TR.58 68.92 S5.4% 410.9%
285.0 106.11 101.14  94.81 920.29 85.97 T8.81 7384 55.77 41.21
RILIN 106.31 100.97 04.63 01.73 R5.84 719.32 08.82 55.4 41.02
315.0 108.01 10030 94.60 20,34 #5.35 T8.A47 67.32 34.00 40.05
330.0 106.37 L3 9396 s89.79 84.45 T6.84 05.78 5246 38,006
3450 106,66 101.22 05.59 920.42 83.52 T4.53 62.64 48.93 34.59
J60.0 11016 105.97 100.21 94.62 88.16 T9.00 68.35 S56.48 42.95
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Intensity data(cd)

Ch®)  90.0 95.0 100.0 1050 1100 1150 1200 1250  130.0
0.0 2085 2147 1641 1213 925 7.51 6.46 6.28 6.46
15.0 2816 2025 1546 1190 888 7.20 6.31 5.86 6.13
30.0 27.35 1949 1493 1108 8.67 7.06 5.99 5.63 5.90
45.0 2572 1873 1452 1075 833 6.72 5.65 5.56 582
60.0 2487 1813 1427 1041 8.8 6.64 5.66 5.12 5.48
75.0 2437 1790 1412 1025 .00 6.57 5.49 5.04 5.31
90,0 2409 1777 1389 1010 776 6.32 5.32 4.69 4.96
1050 238 1762 1383 1003 777 6.24 515 4.61 4.70
1200 2391  17.66 1385 1023  7.79 6.16 4.98 4.44 435
1350 2401 1785 1404 1033 779 6.25 5.16 4.44 435
1500 2555 1848 1450 1069  8.06 6.34 5.26 4.53 444
1650 2796 1943 1516 1135 844 6.54 5.27 4.63 4.81
1800 2243 1728 1292 951 7.42 6.02 5.24 5.24 6.02
1950 2416 1794 1368  9.95 7.64 6.31 5.42 5.33 6.31
2100 2530 1841 1421 1028 7.87 6.35 5.45 5.18 5.81
2250 2679 1926 1461 1057 8.06 6.36 5.47 5.11 5.47
400 2701 1975 1472 1095 817 6.37 5.83 4.94 4.67
2550 2779 2042 1511 1259 854 6.75 5.31 441 3.78
2700 3356 2057 1525 IL19  8.66 7.22 5.86 4,69 4.06
2850 2811 21.06 1555 1130 886 1.32 6.15 542 4.88
3000 2825 2101 1567 1141  8.87 7.33 6.52 6.16 6.07
3150 2708 2039 1522 1LOS 870 7.43 6.89 6.80 7.07
330.0 2582 1902 1441 1060 8.34 7.34 6.98 6.98 7.34
3450 2424 1816 1371 1017 - 817 7.08 6.81 6.72 7.08
3600  29.85 2147 1641 1213 925 7.51 6.46 6.28 6.46
Chi®) 1350 1400 1450 1500 1550 1600 1650  170.0 1750
0.0 6.98 6.90 5.76 4.80 402 3.75 3.67 3.06 253
15.0 6.49 6.57 533 444 3.91 3.64 3.46 3.02 12
30.0 6.44 6.44 5.54 4.74 4.02 3.58 331 3.04 223
45.0 6.27 6.27 5.65 511 4.21 3.58 3,05 2.87 224
600 6.01 6.28 5.75 5.21 4.49 3.68 3,05 2.69 215
75.0 5.94 6.21 5.67 5.13 4.50 3.69 2,97 2.61 2.16
90,0 550 586 5,50 487 4.42 3.52 2.80 2.62 207
1050 506 5.42 515 443 4.16 3.43 2.80 2.53 2.08
1200 462 4.80 4.80 435 4.17 3.53 2.90 254 2.26
1350 471 507 471 453 4.17 3.81 3.08 .72 245
1500  5.26 5,62 5.07 4.80 438 4.17 3.35 2.90 2.72
1650  5.81 6.35 5.81 5.54 4.72 427 3.54 3.09 281
180.0 698 6.63 5.85 5.06 4.54 3.75 3.14 2.88 227
1950 746 7.37 6.31 515 4.62 3.82 3.46 3.02 231
200 7.06 7.24 6.08 5.18 4.38 3.75 3.40 3.04 232
2250 591 6.54 5.29 4.12 3.67 3.40 3.23 3.08 2.33
2400 503 4.76 386 323 3.08 2.96 2.87 314 233
2550 405 3.51 2.61 234 2.43 2.34 2.61 2.52 243
2700 352 2.62 1.53 1.44 1.62 2.17 2.53 235 253
850 443 3.07 1.81 1.45 1.45 2.17 2.62 238 253
3000 607 4.89 344 235 2.08 L7 2.7 272 2.26
3150 7.82 6.52 4.89 335 2.81 3.08 2.81 2.36 1.99
3300 8.15 6.98 5.53 4.08 3.53 3.35 3.17 2.63 1.90
3450 744 6.54 5.36 4.09 3.63 3.72 3,09 245 1.72
3600 698 6.90 5.76 4.80 4.02 3.75 3.67 3.06 253
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A
LCTECH
Intensity data(cd)
CH®) 1800
0.0 2.27
15.0 1.95
30.0 1.97
45.0 188
6010 171
75.0 L7l
90,0 1.53
1050  1.54
1200 1.54
1350 1.36
1500 1.54
1650 182
1800 0.00
1950 .00
2100 0.00
2250 0.00
2400 0.00
2550 000
2700 0.00
2850 0.0
3000 0.00
3150 0.00
3300 0.00
3450 000
3600 227
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Appendix A Product Photo

Picture 1

Picture 2

****End of test report****
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