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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: 

SPEC.:15inch

MFR.: Libo

TYPE:

DIM.: 

SUR.:φ0.078m

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:277.39V I:0.1496A P:36.260W PF:0.8735 Freq:59.98Hz  Lamp Flux:2093.99x1 lm
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DATA OF LAMP PHOTOMETRIC DATA Eff: 57.75 lm/W
MODEL
NOMINAL POWER(W)
RATED VOLTAGE(V)
NOMINAL FLUX(lm)
LAMPS INSIDE
TEST VOLTAGE(V)

Imax(cd)
LOR(%)
TOTAL FLUX(lm)
CIE CLASS
  up(%)
  down(%)
h

h

S/MH(C0/180)
S/MH(C90/270)
  UP,DN(C0-180)
  UP,DN(C180-360)
CIBSE SHR NOM
CIBSE SHR MAX

h

h

57736WTSN
36
277
2093.99
1
120.0

776.5
100.0
2094.0
DIRECT
0.6
99.4

1.25
1.24
0.3,50.0

0.3,49.4

1.25
1.35

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEGg
gTest Speed: HIGH Test System:EVERFINE GO-SPEX500_V1 SYSTEM V2.0.402

Temperature:25.3DEG Humidity:65.0%
Test Distance:3.010m [K=1.0000]Operators:Jack

Test Date:13 December 2017 Remarks:
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ZONAL FLUX DIAGRAM

ZONAL FLUX DIAGRAM:

 g

  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total %lum,lamp  g F F

DEG LUMINOUS INTENSITY:cd UNIT:lm

760.4 761.6 762.8 761.3 762.3 759.5 759.3 759.5 73.29 73.29 3.5,3.5

719.8 720.2 722.1 720.2 721.4 718.0 717.0 717.5 209.8 283.1 13.5,13.5

648.8 650.5 653.8 651.6 652.6 646.2 647.1 645.7 316.8 599.9 28.6,28.6

549.5 551.8 556.4 553.0 553.8 547.4 547.2 544.9 376.7 976.5 46.6,46.6

429.2 431.9 438.3 433.6 434.3 427.8 427.2 425.2 379.4 1356 64.8,64.8

301.9 302.7 310.3 305.6 307.0 299.2 300.5 297.5 328.0 1684 80.4,80.4

176.9 177.1 185.3 180.5 182.0 174.6 177.2 173.3 237.1 1921 91.7,91.7

68.91 67.20 75.26 70.83 73.80 65.92 69.81 65.46 128.2 2049 97.9,97.9

4.362 3.182 5.888 3.940 4.722 2.826 4.850 3.296 32.37 2082 99.4,99.4

1.940 1.587 1.962 1.545 1.256 1.214 1.882 1.736 2.510 2084 99.5,99.5

1.779 1.585 1.509 1.429 1.380 1.404 1.602 1.641 1.646 2086 99.6,99.6

1.911 1.765 1.831 1.738 1.662 1.656 1.788 1.760 1.613 2087 99.7,99.7

2.105 2.003 2.087 2.008 1.898 1.874 2.005 1.946 1.676 2089 99.8,99.8

2.236 2.174 2.225 2.188 2.056 2.039 2.131 2.090 1.603 2091 99.8,99.8

2.286 2.249 2.245 2.277 2.114 2.122 2.174 2.146 1.373 2092 99.9,99.9

2.362 2.264 2.275 2.279 2.206 2.195 2.232 2.167 1.028 2093 100,100

2.692 2.576 2.577 2.567 2.557 2.585 2.577 2.508 0.6656 2094 100,100

2.976 2.896 2.894 2.794 2.986 2.895 2.894 2.794 0.2582 2094 100,100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEGg
gTest Speed: HIGH Test System:EVERFINE GO-SPEX500_V1 SYSTEM V2.0.402

Temperature:25.3DEG Humidity:65.0%
Test Distance:3.010m [K=1.0000]Operators:Jack

Test Date:13 December 2017 Remarks:
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UGR(Unified Glare Rating) Table

NAME: 

SPEC.:15inch

MFR.: Libo

TYPE:

DIM.: 

SUR.:φ0.078m

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:277.39V I:0.1496A P:36.260W PF:0.8735 Freq:59.98Hz  Lamp Flux:2093.99x1 lm

ceiling/cavity
walls

working plane
Room dimensions Viewed crosswise Viewed endwise

0.7 0.7
0.5 0.5
0.2 0.2

0.7 0.7
0.3 0.3
0.2 0.2

0.5 0.5
0.5 0.5
0.2 0.2

0.5 0.5
0.3 0.3
0.2 0.2

0.3 0.3
0.3 0.3
0.2 0.2

x =  2H y =  2H
     3H
     4H
     6H
     8H
    12H

     4H      2H
     3H
     4H
     6H
     8H
    12H

     8H      4H
     6H
     8H
    12H

    12H      4H
     6H
     8H

 29.6  29.7 31.1  31.2 29.9  29.9 31.3  31.4 31.5  31.6
 30.9  31.0 32.3  32.4 31.2  31.3 32.6  32.6 32.8  32.9
 31.4  31.6 32.7  32.9 31.8  31.9 33.0  33.1 33.3  33.4
 31.8  31.9 33.0  33.2 32.1  32.3 33.3  33.4 33.6  33.7
 31.9  32.0 33.0  33.2 32.2  32.4 33.3  33.5 33.6  33.8
 31.9  32.1 33.0  33.2 32.3  32.5 33.3  33.5 33.7  33.9

 30.2  30.2 31.5  31.5 30.5  30.5 31.7  31.8 32.0  32.0
 31.7  31.7 32.8  32.9 32.0  32.1 33.1  33.2 33.4  33.5
 32.3  32.4 33.3  33.4 32.7  32.8 33.6  33.8 34.0  34.1
 32.7  32.9 33.6  33.8 33.1  33.3 34.0  34.1 34.4  34.5
 32.8  33.0 33.7  33.9 33.3  33.4 34.1  34.3 34.5  34.7
 32.9  33.1 33.7  33.9 33.4  33.6 34.1  34.3 34.5  34.7

 32.5  32.6 33.3  33.4 32.9  33.0 33.7  33.8 34.1  34.2
 33.0  33.2 33.8  33.9 33.5  33.6 34.2  34.3 34.6  34.7
 33.2  33.4 33.9  34.0 33.7  33.9 34.3  34.5 34.8  34.9
 33.4  33.6 33.9  34.1 33.9  34.1 34.4  34.6 34.9  35.1

 32.5  32.6 33.3  33.4 32.9  33.0 33.7  33.8 34.1  34.2
 33.1  33.2 33.7  33.8 33.6  33.7 34.1  34.3 34.6  34.7
 33.3  33.5 33.8  34.0 33.8  34.0 34.3  34.5 34.8  35.0

Variations with the observer position at spacings:
S = 1.0H + 0.2 / - 0.2 + 0.2 / - 0.2
    1.5H + 0.2 / - 0.3 + 0.2 / - 0.3
    2.0H + 0.3 / - 0.3 + 0.3 / - 0.3

CIE Pub.117,  2094 lm Total Lamp Luminous Flux Corrected (8log(F/F0) = 2.6)

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEGg
gTest Speed: HIGH Test System:EVERFINE GO-SPEX500_V1 SYSTEM V2.0.402

Temperature:25.3DEG Humidity:65.0%
Test Distance:3.010m [K=1.0000]Operators:Jack

Test Date:13 December 2017 Remarks:
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ISOCANDELA DIAGRAM

NAME: 

SPEC.:15inch

MFR.: Libo

TYPE:

DIM.: 

SUR.:φ0.078m

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:277.39V I:0.1496A P:36.260W PF:0.8735 Freq:59.98Hz  Lamp Flux:2093.99x1 lm
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Imax:781.6(H-1.0,V0.0)
 (At:C=20.0,Gamma=1.0)
UNIT: cd

10% 78.16
20% 156.3
30% 234.5
40% 312.7
50% 390.8
60% 469.0
70% 547.2
80% 625.3
90% 703.5

MAX = 781.65 
MIN = 348.12 
AVG = 627.53 
AVG/MAX = 0.80
MIN/MAX = 0.45

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEGg
gTest Speed: HIGH Test System:EVERFINE GO-SPEX500_V1 SYSTEM V2.0.402

Temperature:25.3DEG Humidity:65.0%
Test Distance:3.010m [K=1.0000]Operators:Jack

Test Date:13 December 2017 Remarks:
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AAI Figure

NAME: 

SPEC.:15inch

MFR.: Libo

TYPE:

DIM.: 

SUR.:φ0.078m

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:277.39V I:0.1496A P:36.260W PF:0.8735 Freq:59.98Hz  Lamp Flux:2093.99x1 lm

1m 268.43cm251.4,781.3lx

2m 536.86cm62.84,195.3lx

3m 805.29cm27.93,86.81lx

4m 1073.73cm15.71,48.83lx

5m 1342.16cm10.05,31.25lx

6m 1610.59cm6.982,21.70lx

7m 1879.02cm5.130,15.94lx

8m 2147.45cm3.927,12.21lx

9m 2415.88cm3.103,9.646lx

10m 2684.32cm2.514,7.813lx

Height Eavg,Emax DiameterAngle:106.62deg

Flux out:1496 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEGg
gTest Speed: HIGH Test System:EVERFINE GO-SPEX500_V1 SYSTEM V2.0.402

Temperature:25.3DEG Humidity:65.0%
Test Distance:3.010m [K=1.0000]Operators:Jack

Test Date:13 December 2017 Remarks:
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ISOLUX DIAGRAM

NAME: 

SPEC.:15inch

MFR.: Libo

TYPE:

DIM.: 

SUR.:φ0.078m

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:277.39V I:0.1496A P:36.260W PF:0.8735 Freq:59.98Hz  Lamp Flux:2093.99x1 lm

131.2' 40.00m

105.0' 32.00m

32.00m

105.0'

 78.7' 24.00m

 52.5' 16.00m

16.00m

52.5'

 26.2'  8.00m

  0.0'  0.00m

0.00m

0.0'

 26.2'  8.00m

 52.5' 16.00m

16.00m

52.5'

 78.7' 24.00m

105.0' 32.00m

32.00m

105.0'

131.2' 40.00m

MOUNTING HEIGHT: 33'(10.0m)

  3% 0.2344lx 0.02177fc
  5% 0.3906lx 0.03629fc
 10% 0.7812lx 0.07257fc
 30% 2.344lx 0.2177fc
 50% 3.906lx 0.3629fc

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEGg
gTest Speed: HIGH Test System:EVERFINE GO-SPEX500_V1 SYSTEM V2.0.402

Temperature:25.3DEG Humidity:65.0%
Test Distance:3.010m [K=1.0000]Operators:Jack

Test Date:13 December 2017 Remarks:
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LED Avg.L Report

NAME: 

SPEC.:15inch

MFR.: Libo

TYPE:

DIM.: 

SUR.:φ0.078m

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:277.39V I:0.1496A P:36.260W PF:0.8735 Freq:59.98Hz  Lamp Flux:2093.99x1 lm

AvgL cd/m2
L_0~180(65)av 113886
L_0~180(75)av 94592
L_0~180(85)av 64649
L_90~270(65)av 114667
L_90~270(75)av 95658
L_90~270(85)av 67495
L_45(65)av 112438
L_45(75)av 91795
L_45(85)av 54529

Standard: GB/T 29293-2012

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEGg
gTest Speed: HIGH Test System:EVERFINE GO-SPEX500_V1 SYSTEM V2.0.402

Temperature:25.3DEG Humidity:65.0%
Test Distance:3.010m [K=1.0000]Operators:Jack

Test Date:13 December 2017 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
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C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEGg
gTest Speed: HIGH Test System:EVERFINE GO-SPEX500_V1 SYSTEM V2.0.402

Temperature:25.3DEG Humidity:65.0%
Test Distance:3.010m [K=1.0000]Operators:Jack

Test Date:13 December 2017 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: 

SPEC.:15inch

MFR.: Libo

TYPE:

DIM.: 

SUR.:φ0.078m

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:277.39V I:0.1496A P:36.260W PF:0.8735 Freq:59.98Hz  Lamp Flux:2093.99x1 lm

  (DEG)g

C(DEG)
  Table--1 UNIT: cd

0
0 775
5 770
10 760
15 743
20 720
25 687
30 649
35 603
40 549
45 492
50 429
55 366
60 302
65 238
70 177
75 120
80 68.9
85 25.9
90 4.36
95 2.36
100 1.94
105 1.80
110 1.78
115 1.84
120 1.91
125 2.01
130 2.11
135 2.18
140 2.24
145 2.26
150 2.29
155 2.31
160 2.36
165 2.48
170 2.69
175 2.91
180 2.98

10
775
772
762
744
720
688
649
603
551
493
431
367
303
239
178
120
68.8
25.7
4.17
2.32
1.91
1.72
1.53
1.66
1.82
1.95
2.06
2.14
2.21
2.24
2.26
2.26
2.29
2.38
2.58
2.82
2.97

20
775
772
761
745
721
688
649
603
550
493
430
366
301
238
176
118
67.1
24.6
3.71
2.24
1.85
1.68
1.66
1.65
1.77
1.89
2.02
2.13
2.20
2.24
2.25
2.24
2.25
2.34
2.53
2.75
2.89

30
775
769
758
740
718
687
649
602
549
492
430
367
301
238
176
119
66.7
24.1
3.46
1.99
1.69
1.58
1.55
1.62
1.75
1.88
2.01
2.12
2.19
2.23
2.24
2.23
2.24
2.32
2.53
2.75
2.87

40
775
772
761
745
719
688
649
604
550
493
431
367
302
238
176
118
66.5
23.3
3.13
1.74
1.57
1.53
1.58
1.65
1.77
1.89
2.01
2.11
2.17
2.22
2.25
2.24
2.25
2.36
2.56
2.78
2.89

50
775
772
762
745
721
690
652
605
553
495
432
368
304
240
178
120
67.9
24.2
3.23
1.76
1.60
1.56
1.59
1.66
1.76
1.89
2.00
2.10
2.17
2.22
2.25
2.26
2.27
2.37
2.60
2.80
2.90

60
775
771
760
744
719
687
649
604
551
493
431
367
303
240
178
121
68.6
25.6
4.03
1.96
1.68
1.59
1.60
1.64
1.76
1.89
2.01
2.11
2.19
2.24
2.26
2.27
2.30
2.40
2.61
2.82
2.86

70
775
773
763
746
722
692
653
606
553
496
434
371
306
243
181
124
71.1
27.8
4.65
2.30
1.76
1.64
1.58
1.64
1.78
1.92
2.03
2.14
2.22
2.28
2.31
2.31
2.33
2.42
2.61
2.85
2.84

80
775
773
763
746
723
692
653
608
556
497
435
373
308
245
183
125
73.1
29.4
4.97
2.48
1.86
1.63
1.53
1.65
1.82
1.97
2.08
2.17
2.24
2.28
2.32
2.33
2.35
2.43
2.61
2.82
2.89

90
775
772
763
746
722
691
654
608
556
499
438
375
310
247
185
127
75.3
31.2
5.89
2.65
1.96
1.54
1.51
1.66
1.83
1.98
2.09
2.17
2.22
2.24
2.25
2.25
2.28
2.38
2.58
2.80
2.89

100
775
772
763
746
722
691
653
607
555
498
436
372
309
245
184
126
73.9
30.3
5.39
2.71
1.94
1.47
1.48
1.65
1.82
1.96
2.07
2.15
2.21
2.22
2.22
2.19
2.19
2.27
2.47
2.71
2.88

110
775
771
761
744
721
691
653
606
554
497
436
372
308
245
183
125
72.9
29.2
4.92
2.56
1.84
1.42
1.45
1.62
1.80
1.93
2.05
2.14
2.19
2.22
2.22
2.20
2.19
2.25
2.42
2.64
2.78

120
775
772
763
745
722
691
652
606
553
496
435
370
306
243
181
124
71.2
27.5
4.54
2.38
1.69
1.42
1.44
1.60
1.77
1.92
2.03
2.13
2.18
2.23
2.25
2.23
2.23
2.30
2.48
2.67
2.78

130
775
773
761
746
721
691
653
607
555
496
434
371
306
242
181
123
71.4
26.9
4.05
1.88
1.56
1.43
1.43
1.58
1.74
1.89
2.01
2.11
2.18
2.24
2.27
2.25
2.26
2.35
2.53
2.71
2.79

140
775
771
762
744
720
688
650
604
551
495
433
369
305
241
180
122
70.3
26.1
3.83
1.82
1.53
1.43
1.43
1.57
1.73
1.88
2.00
2.11
2.19
2.25
2.29
2.29
2.29
2.39
2.60
2.77
2.80

150
775
772
762
745
722
689
650
606
553
495
434
370
306
242
181
123
71.0
27.5
4.26
2.12
1.68
1.48
1.43
1.58
1.74
1.87
2.00
2.11
2.21
2.28
2.32
2.33
2.36
2.44
2.65
2.84
2.82

160
775
770
762
745
721
690
651
604
552
494
433
369
305
241
180
123
71.4
28.1
4.19
2.13
1.71
1.52
1.48
1.59
1.74
1.88
2.00
2.12
2.22
2.30
2.36
2.37
2.40
2.49
2.67
2.87
2.83

170
775
772
761
744
723
691
652
606
555
496
434
371
307
243
182
125
72.9
29.8
4.76
2.13
1.68
1.53
1.46
1.64
1.79
1.93
2.05
2.15
2.23
2.29
2.35
2.39
2.42
2.51
2.69
2.87
2.91

180
775
771
762
745
721
691
653
607
554
497
434
372
307
243
182
125
73.8
30.4
4.72
1.73
1.26
1.27
1.38
1.52
1.66
1.79
1.90
2.00
2.06
2.08
2.11
2.15
2.21
2.33
2.56
2.82
2.99

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEGg
gTest Speed: HIGH Test System:EVERFINE GO-SPEX500_V1 SYSTEM V2.0.402

Temperature:25.3DEG Humidity:65.0%
Test Distance:3.010m [K=1.0000]Operators:Jack

Test Date:13 December 2017 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: 

SPEC.:15inch

MFR.: Libo

TYPE:

DIM.: 

SUR.:φ0.078m

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:277.39V I:0.1496A P:36.260W PF:0.8735 Freq:59.98Hz  Lamp Flux:2093.99x1 lm

  (DEG)g

C(DEG)
  Table--2 UNIT: cd

190
0 775
5 771
10 763
15 744
20 721
25 690
30 650
35 604
40 552
45 494
50 433
55 368
60 304
65 240
70 179
75 122
80 71.0
85 28.0
90 4.11
95 1.62
100 1.15
105 1.22
110 1.37
115 1.51
120 1.65
125 1.78
130 1.90
135 1.99
140 2.07
145 2.13
150 2.18
155 2.21
160 2.26
165 2.37
170 2.59
175 2.85
180 2.98

200
775
773
761
743
721
689
649
603
551
493
432
368
303
240
178
121
69.5
26.5
3.51
1.49
1.16
1.21
1.36
1.50
1.63
1.76
1.88
1.98
2.06
2.13
2.17
2.19
2.24
2.36
2.60
2.87
2.89

210
775
769
758
739
717
684
646
600
547
489
428
364
300
236
175
118
66.7
24.2
3.14
1.45
1.22
1.25
1.36
1.50
1.64
1.75
1.86
1.96
2.04
2.11
2.14
2.16
2.20
2.34
2.59
2.83
2.87

220
775
771
761
744
718
688
647
601
548
490
429
365
300
237
175
118
66.3
23.3
2.75
1.27
1.22
1.29
1.40
1.51
1.65
1.76
1.86
1.96
2.03
2.08
2.12
2.13
2.19
2.32
2.60
2.82
2.89

230
775
770
758
742
718
686
645
600
546
489
427
363
298
235
174
117
65.5
22.7
2.90
1.35
1.21
1.30
1.41
1.54
1.67
1.78
1.88
1.98
2.04
2.10
2.13
2.16
2.20
2.33
2.57
2.78
2.90

240
775
770
758
740
714
684
644
599
546
488
427
363
298
235
175
117
66.5
24.3
3.43
1.76
1.36
1.32
1.43
1.55
1.69
1.81
1.92
2.00
2.06
2.10
2.14
2.16
2.20
2.31
2.53
2.74
2.87

250
775
770
760
742
716
686
646
598
547
487
427
363
299
236
175
118
67.3
25.1
3.82
2.08
1.65
1.43
1.47
1.60
1.73
1.85
1.96
2.05
2.10
2.13
2.16
2.16
2.18
2.27
2.47
2.71
2.84

260
775
772
760
742
719
688
646
601
548
490
429
366
301
238
177
120
69.2
26.9
4.60
2.29
1.84
1.59
1.53
1.63
1.75
1.88
1.99
2.08
2.13
2.14
2.15
2.14
2.15
2.25
2.47
2.75
2.89

270
775
771
759
741
717
686
647
600
547
489
427
365
300
238
177
120
69.8
27.7
4.85
2.32
1.88
1.65
1.60
1.64
1.79
1.91
2.00
2.08
2.13
2.15
2.17
2.19
2.23
2.36
2.58
2.80
2.89

280
775
772
759
742
719
685
647
600
548
489
429
365
300
238
177
120
69.4
27.5
4.62
2.34
1.87
1.62
1.56
1.65
1.78
1.90
2.00
2.09
2.16
2.20
2.24
2.26
2.29
2.39
2.58
2.77
2.88

290
775
770
759
742
716
684
644
598
545
486
425
361
298
235
174
118
67.4
25.2
3.79
2.13
1.74
1.56
1.57
1.66
1.76
1.87
1.98
2.08
2.14
2.20
2.22
2.23
2.26
2.36
2.55
2.76
2.78

300
775
771
759
741
718
685
645
599
545
487
426
362
298
235
174
117
66.6
23.9
3.28
1.94
1.67
1.57
1.60
1.67
1.76
1.87
1.96
2.05
2.12
2.17
2.18
2.18
2.20
2.31
2.54
2.73
2.78

310
775
772
760
741
718
685
646
599
545
486
425
362
298
234
173
116
65.2
22.0
3.03
1.73
1.68
1.63
1.63
1.68
1.76
1.86
1.96
2.03
2.09
2.13
2.14
2.14
2.17
2.28
2.53
2.70
2.79

320
775
771
759
742
717
684
645
597
545
486
426
362
297
235
174
117
65.7
22.9
3.56
1.96
1.79
1.68
1.65
1.67
1.76
1.85
1.94
2.02
2.09
2.13
2.15
2.14
2.17
2.28
2.48
2.68
2.80

330
775
771
759
741
718
685
645
599
544
487
426
361
298
235
174
117
65.9
24.1
4.05
2.43
1.99
1.74
1.67
1.66
1.74
1.82
1.92
2.02
2.09
2.13
2.14
2.14
2.16
2.26
2.46
2.67
2.82

340
775
770
760
742
718
687
646
600
548
490
428
364
300
237
176
119
68.0
25.9
4.10
2.74
2.17
1.84
1.68
1.66
1.73
1.82
1.92
2.02
2.10
2.13
2.14
2.13
2.14
2.21
2.41
2.64
2.83

350
775
772
762
745
720
687
648
601
549
491
429
366
301
238
177
120
69.3
26.7
4.63
2.87
2.29
1.96
1.64
1.68
1.76
1.85
1.95
2.02
2.08
2.09
2.09
2.08
2.11
2.20
2.43
2.70
2.91

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEGg
gTest Speed: HIGH Test System:EVERFINE GO-SPEX500_V1 SYSTEM V2.0.402

Temperature:25.3DEG Humidity:65.0%
Test Distance:3.010m [K=1.0000]Operators:Jack

Test Date:13 December 2017 Remarks:


