National Testing Center for Optical Radiation Safety of Photoelectric Products ( Guangdong)

LumCAT: Lightray LED 1-Light Wall Sconce
Luminaire: 86101

Report No: Voltage(V): 120.1000
Test No: Current(A): 0.1180
LampCAT: Power (W): 13.5930
Lamp flux(Im): -1.0 PF: 0.9579

Number of Lamps: 1 Ballast type:
Length(mm): 0 Width(mm): 0

Phm Type: C Height(mm): 0

Photometric Results

Lumens(Im): 740.94

Efficiency(%): 0.00%

Lumens(Im)/Power(W): 54.51

Central intensity(cd): 304.494

Maximum intensity(cd): 335.826

Angle of maximum intensity: C=165.0 y=6.0

Beam Angle(50%Imax): [C0/180]Total=93.9
[C90/270]Total=93.4

Field angle(10%Imax): [C0/180]Total=146.1
[C90/270]Total=145.9

Maximum s/h(1/2): C0_180=1.23 C90_270=1.11

Maximum s/h(1/4): C0_180=1.32 C90_270=1.21

Up flux rate of lamp(%): 0.00%

Down flux rate of lamp(%): 0.00%

Up flux rate of LUM(%): - -

Down flux rate of LUM(%): 100.00%

CIE Type : Direct lighting

Output flux ratio in « solid angle : 85.580%

Equipment: GMS 2000 Date: 2017-12-28 Operator: /b
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 14.08



Lightray LED 1-Light Wall Sconce

Zonal flux distribution table

Page: 2 Total:17

v(°) Average I(cd) Zonal F(Im) Sum F(Im) Eff Flux(%) Eff Sum(%)
0.0 323.540 .000 .000 .000% .000%
1.0 324.469 310 310 .000% .000%
2.0 324.080 931 1.241 .000% .000%
3.0 323.644 1.549 2.790 .000% .000%
4.0 323.264 2.165 4.955 .000% .000%
5.0 322.562 2.778 7.734 .000% .000%
6.0 321.500 3.385 11.118 .000% .000%
7.0 320.465 3.985 15.103 .000% .000%
8.0 319.239 4.578 19.681 .000% .000%
9.0 317.765 5.163 24.844 .000% .000%
10.0 316.632 5.741 30.585 .000% .000%
11.0 314.740 6.309 36.894 .000% .000%
12.0 312.770 6.860 43.753 .000% .000%
13.0 310.830 7.401 51.154 .000% .000%
14.0 308.338 7.925 59.079 .000% .000%
15.0 306.091 8.435 67.514 .000% .000%
16.0 303.698 8.935 76.449 .000% .000%
17.0 300.850 9.414 85.864 .000% .000%
18.0 298.191 9.877 95.741 .000% .000%
19.0 295.203 10.324 106.065 .000% .000%
20.0 291.967 10.747 116.811 .000% .000%
21.0 289.040 11.157 127.968 .000% .000%
22.0 285.534 11.546 139.514 .000% .000%
23.0 281.810 11.904 151.419 .000% .000%
24.0 278.270 12.245 163.664 .000% .000%
25.0 274.472 12.568 176.232 .000% .000%
26.0 270.245 12.858 189.090 .000% .000%
27.0 266.151 13.123 202.213 .000% .000%
28.0 261.879 13.369 215.582 .000% .000%
29.0 257.461 13.587 229.169 .000% .000%
30.0 253.295 13.790 242.960 .000% .000%
31.0 248.228 13.957 256.916 .000% .000%
32.0 242.984 14.073 270.989 .000% .000%
33.0 238.367 14.181 285.170 .000% .000%
34.0 233.895 14.292 299.462 .000% .000%
35.0 228.524 14.361 313.823 .000% .000%
36.0 223.903 14.405 328.228 .000% .000%
37.0 218.820 14.439 342.667 .000% .000%

Equipment: GMS 2000
Temperature(°C): 25.0

Date: 2017-12-28
Humidity(%): 60.0%

Operator: /1>
Distance(m): 14.08




Lightray LED 1-Light Wall Sconce

Zonal flux distribution table

Page: 3 Total:17

v(°) Average I(cd) Zonal F(Im) Sum F(Im) Eff Flux(%) Eff Sum(%)
38.0 213.537 14.431 357.099 .000% .000%
39.0 208.496 14.405 371.504 .000% .000%
40.0 203.645 14.374 385.878 .000% .000%
41.0 197.752 14.294 400.171 .000% .000%
42.0 193.353 14.210 414.381 .000% .000%
43.0 187.820 14.120 428.501 .000% .000%
44.0 182.455 13.975 442.476 .000% .000%
45.0 177.007 13.815 456.290 .000% .000%
46.0 171.691 13.637 469.927 .000% .000%
47.0 166.103 13.435 483.362 .000% .000%
48.0 161.217 13.232 496.594 .000% .000%
49.0 156.077 13.030 509.624 .000% .000%
50.0 150.318 12.775 522.399 .000% .000%
51.0 145.178 12.502 534.901 .000% .000%
52.0 141.023 12.281 547.182 .000% .000%
53.0 135.629 12.034 559.216 .000% .000%
54.0 130.262 11.719 570.935 .000% .000%
55.0 125.184 11.403 582.338 .000% .000%
56.0 119.939 11.076 593.415 .000% .000%
57.0 114.465 10.717 604.132 .000% .000%
58.0 109.997 10.380 614.512 .000% .000%
59.0 103.880 9.999 624.511 .000% .000%
60.0 99.095 9.589 634.100 .000% .000%
61.0 93.845 9.207 643.308 .000% .000%
62.0 88.153 8.770 652.077 .000% .000%
63.0 83.075 8.328 660.405 .000% .000%
64.0 78.268 7.917 668.322 .000% .000%
65.0 72.615 7.467 675.789 .000% .000%
66.0 68.028 7.017 682.806 .000% .000%
67.0 63.365 6.607 689.413 .000% .000%
68.0 58.303 6.163 695.577 .000% .000%
69.0 53.808 5.719 701.296 .000% .000%
70.0 49.434 5.302 706.598 .000% .000%
71.0 44.972 4.879 711.478 .000% .000%
72.0 40.516 4.445 715.923 .000% .000%
73.0 36.231 4.013 719.936 .000% .000%
74.0 32.090 3.592 723.528 .000% .000%
75.0 27.980 3.174 726.702 .000% .000%

Equipment: GMS 2000
Temperature(°C): 25.0

Date: 2017-12-28

Humidity(%): 60.0%

Operator: /1>
Distance(m): 14.08




Lightray LED 1-Light Wall Sconce

Zonal flux distribution table

Page: 4 Total:17

v(°) Average I(cd) Zonal F(Im) Sum F(Im) Eff Flux(%) Eff Sum(%)
76.0 24.332 2.777 729.479 .000% .000%
77.0 20.330 2.381 731.860 .000% .000%
78.0 17.172 2.008 733.867 .000% .000%
79.0 14.157 1.683 735.551 .000% .000%
80.0 11.311 1.373 736.924 .000% .000%
81.0 9.007 1.099 738.022 .000% .000%
82.0 6.831 .859 738.881 .000% .000%
83.0 5.081 .648 739.529 .000% .000%
84.0 3.653 476 740.005 .000% .000%
85.0 2412 331 740.335 .000% .000%
86.0 1.605 220 740.555 .000% .000%
87.0 1.091 .148 740.703 .000% .000%
88.0 811 .104 740.807 .000% .000%
89.0 613 .078 740.885 .000% .000%
90.0 459 .059 740.944 .000% .000%

Equipment: GMS 2000
Temperature(°C): 25.0

Date: 2017-12-28
Humidity(%): 60.0%

Operator: /1>
Distance(m): 14.08




Lightray LED 1-Light Wall Sconce

Zonal flux distribution table

Zone
0-30
0-40
0-60
0-90
0-120
0-180
60-90
90-120
90-130
90-150
90-180
0-55.94

ZONAL LUMEN SUMMARY
Lumens %Lamp
242.96 N.A.
385.88 N.A.
634.10 N.A.
740.88 N.A.
740.88 N.A.
740.94 N.A.
116.37 N.A.
0.00 N.A.
0.00 N.A.
0.00 N.A.
0.00 N.A.
592.75 N.A.

ZONAL LUMEN SUMMARY
0-10 30.59
10-20 86.23
20-30 126.15
30-40 142.92
40-50 136.52
50-60 111.70
60-70 72.50
70-80 30.33
80-90 3.96
90-100 0.00
100-110 0.00
110-120 0.00
120-130 0.00
130-140 0.00
140-150 0.00
150-160 0.00
160-170 0.00
170-180 0.00

Page: 5 Total:17

%Fixt
32.79%
52.08%
85.58%
99.99%
99.99%
100.00%
15.71%
0.00%
0.00%
0.00%
0.00%
80.00%

Equipment: GMS 2000
Temperature(°C): 25.0

Date: 2017-12-28
Humidity(%): 60.0%

Operator: /1>
Distance(m): 14.08



Lightray LED 1-Light Wall Sconce

Light Distribution Curve [Unit:cd] Page: 6 Total:17

+180°

-90° 90°

335.83

268.66

201.50

- / \
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0.00 -180° “135° ~90° ~45° 0° 450 90° 135° 180°

Cl165(Max):

C0/C180:

C90/C270:

Field angle(10%Imax):C0/180Left:69.5 Right:76.6
:C90/270Left:75.0 Right:70.9

Beam Angle(50%Imax):C0/180Left:44.3 Right:49.6
:C90/270Left:48.7 Right:44.7

Equipment: GMS 2000 Date: 2017-12-28 Operator: /b
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 14.08



Lightray LED 1-Light Wall Sconce

Lux distance Curve Page: 7 Total:17

84.0, 66.2 Ix 443.45cm

2.0m

93,741x 1330.36cm

4ol 210, 16.6 Ix [1 886.91cm

6.0m

52,4.11x 1773.81cm

8.0m

34,2.61x 2217.27cm

Max , Ave Beam angle of C165plane95.35

Equipment: GMS 2000 Date: 2017-12-28 Operator: /b
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 14.08



Lightray LED 1-Light Wall Sconce

ISO-Intensity(V-H) Page: 8 Total:17
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(10%Imax) 33.5666
(20%Imax) 67.1333
(30%Imax) 100.7
(40%Imax) 134.267
(50%Imax) 167.833
(60%Imax) 201.4
(70%Imax) 234.966
(80%Imax) 268.533
(90%Imax) 302.1

Equipment: GMS 2000 Date: 2017-12-28 Operator: /b
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 14.08



Lightray LED 1-Light Wall Sconce

ISO candela diagram on circular web Page: 9 Total:17

180°

90°

House [Unit:cd] Road
Imax:335.83

(10%]Imax) 33.5826
(20%Imax) 67.1651
(30%]Imax) 100.748
(40%]Imax) 134.33

(50%Imax) 167.913
(60%]Imax) 201.495
(70%Imax) 235.078
(80%]Imax) 268.661
(90%Imax) 302.243

Equipment: GMS 2000 Date: 2017-12-28 Operator: /b
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 14.08
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Lightray LED 1-Light Wall Sconce

ISO illuminance diagram

Page: 10 Total:17

[Unit:1§] H=2.0m Emax:32.59 g 180°
» /’—'\\
A\
&
A 4
\_/
q 0°
5.00d/h  4.00 3.00 2.00 1.00 0.00 1.00 2.00 3.00 4.00 5.00d/h

(10%Emax) 8.25885
(20%Emax) 16.5177
(30%Emax) 24.77655
(40%Emax) 33.0355
(50%Emax) 41.29425
(60%Emax) 49.553
(70%Emax) 57.812
(80%Emax) 66.07075
(90%Emax) 74.32975

Equipment: GMS 2000
Temperature(°C): 25.0

Date: 2017-12-28
Humidity(%): 60.0%

Operator: /1>
Distance(m): 14.08



Lightray LED 1-Light Wall Sconce
Space ISO Lux diagram Page: 11 Total:17

y Imax:335.83 [Unit:Ix]
/ 31.3522
:}y 62:7045
/ 94.0567
125.409
\/ 156.761
188.113
250.818
Ot 282.17
i
i
iVl
0.0m 1.0m 2.0m 3.0m 4.0m 5.0m 6.0m 7.0m 8.0m 9.0m
Equipment: GMS 2000 Date: 2017-12-28 Operator: /b

Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 14.08



Lightray LED 1-Light Wall Sconce

IntenSIty data(cd) Page: 12 Total:17
Ch(°) 0.0 1.0 2.0 3.0 4.0 5.0 6.0 7.0 8.0

0.0 304.49 327.72 325.39 323.65 321.35 319.80 317.60 314.85 313.12
15.0 318.83 317.42 315.52 312.94 311.49 309.17 305.86 304.10 301.74
30.0 321.92 319.80 318.57 316.83 315.54 313.20 311.18 308.28 306.32
45.0 321.05 319.60 317.82 316.75 315.16 313.04 311.34 309.23 306.71
60.0 322.42 321.37 319.78 318.81 317.54 315.96 314.57 312.58 309.97
75.0 323.75 323.09 322.16 321.37 320.36 319.49 318.41 316.27 314.45
90.0 324.56 324.17 323.99 323.61 323.07 322.10 320.28 318.99 317.82

105.0 326.07 326.49 326.60 326.53 325.75 325.24 324.56 323.75 322.26
120.0 324.88 326.43 327.50 328.17 328.63 328.98 328.89 328.71 328.41
135.0 325.63 327.60 328.85 329.60 330.55 330.75 331.11 331.62 331.96
150.0 326.53 328.57 330.51 331.62 332.43 333.29 333.76 334.66 334.54
165.0 330.00 331.66 332.47 333.72 335.09 335.69 335.83 335.61 335.39
180.0 329.18 330.61 331.54 332.89 334.30 335.07 335.43 335.41 335.37
195.0 318.83 320.99 322.54 323.43 324.68 325.49 325.87 326.86 327.30
210.0 321.92 322.68 323.33 323.89 324.44 324.92 325.59 325.61 325.77
225.0 321.05 321.83 322.76 323.13 323.47 323.95 324.15 324.09 323.81
240.0 322.42 322.90 323.31 323.55 323.75 323.71 323.09 322.58 321.94
255.0 323.75 323.63 323.71 323.85 323.75 323.17 321.79 320.95 319.68
270.0 324.56 324.44 323.99 323.79 323.53 323.11 322.04 320.56 319.31
285.0 326.07 325.28 324.09 323.45 322.86 322.32 321.11 318.83 317.52
300.0 324.88 323.61 321.85 320.58 319.55 317.86 315.62 314.33 312.43
315.0 325.63 324.72 322.76 320.68 319.25 317.52 315.50 314.01 311.32
330.0 326.53 326.13 323.89 321.92 320.60 318.57 316.02 314.45 312.11
345.0 330.00 326.53 325.00 322.70 321.19 319.07 316.41 314.83 312.51
360.0 304.49 327.72 325.39 323.65 321.35 319.80 317.60 314.85 313.12

Chy(®) 9.0 10.0 11.0 12.0 13.0 14.0 15.0 16.0 17.0

0.0 310.68 308.82 305.37 302.63 300.55 295.43 293.94 291.03 286.59
15.0 299.48 297.53 294.06 291.03 288.77 285.04 281.79 279.31 27491
30.0 303.72 300.59 296.44 292.73 292.06 287.56 284.56 282.18 277.88
45.0 304.79 301.60 299.36 297.53 294.02 291.05 288.77 287.36 281.81
60.0 308.10 305.58 302.73 300.96 298.39 294.84 293.37 289.78 286.71
75.0 312.92 310.11 307.88 306.22 303.82 300.41 298.29 295.45 291.66
90.0 315.36 313.64 312.11 309.09 306.50 304.55 301.18 298.19 295.97

105.0 320.75 318.79 317.40 315.22 312.72 311.57 308.26 306.10 303.50
120.0 327.95 327.18 325.38 324.64 323.29 321.71 320.44 317.84 315.34
135.0 331.70 330.47 329.70 329.10 32791 326.39 325.95 323.04 320.38
150.0 334.10 333.64 333.57 332.65 331.50 330.02 328.71 326.31 324.94
165.0 335.13 334.68 334.06 332.81 330.83 329.52 327.77 326.09 322.80
180.0 335.37 335.09 334.70 333.62 331.82 331.50 329.28 326.51 324.68
195.0 327.48 327.60 327.60 327.06 326.11 324.72 322.30 320.00 318.67
210.0 325.55 324.70 32391 322.84 321.29 318.71 318.24 316.35 314.88
225.0 323.45 322.78 321.65 319.98 318.99 317.28 314.71 313.32 311.39
240.0 320.70 319.78 318.38 316.23 315.00 312.74 309.51 308.52 306.16
255.0 318.34 317.09 314.77 312.82 311.26 308.38 304.99 304.41 301.10
270.0 317.50 315.82 314.31 311.61 309.25 307.49 305.09 301.62 300.35
285.0 315.94 313.71 312.07 309.53 306.34 304.57 302.21 298.49 297.12
300.0 309.53 307.47 304.77 301.66 299.89 296.15 293.92 291.76 288.75
315.0 308.90 306.97 303.48 300.83 298.98 295.93 293.19 291.01 287.06
330.0 308.96 317.52 315.54 313.95 310.94 308.50 306.52 302.97 300.21
345.0 309.97 308.02 304.53 301.70 299.68 296.07 293.19 291.13 287.54
360.0 310.68 308.82 305.37 302.63 300.55 295.43 293.94 291.03 286.59

Equipment: GMS 2000 Date: 2017-12-28 Operator: /b
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 14.08



Lightray LED 1-Light Wall Sconce

IntenSIty data(cd) Page: 13 Total:17
Ch(°) 18.0 19.0 20.0 21.0 22.0 23.0 24.0 25.0 26.0

0.0 285.10 281.83 279.15 274.27 271.22 267.23 262.26 259.16 254.64
15.0 271.20 268.40 263.54 259.54 256.52 252.20 246.35 242.70 237.78
30.0 275.20 271.54 266.76 263.88 259.82 254.72 251.53 247.11 241.20
45.0 279.23 274.65 270.86 268.03 263.27 259.28 256.23 252.00 246.49
60.0 284.31 279.90 276.14 273.32 268.62 264.87 262.91 256.74 252.40
75.0 289.30 285.99 283.28 278.64 275.01 270.41 267.49 263.31 257.93
90.0 292.20 290.37 285.75 282.18 277.82 274.73 270.52 265.25 257.63

105.0 299.81 297.14 293.45 289.26 286.61 282.68 277.37 274.23 273.20
120.0 313.56 310.48 307.27 304.61 300.45 297.30 294.70 289.84 285.75
135.0 318.85 316.05 312.07 309.85 306.91 302.91 300.13 296.30 292.44
150.0 322.54 318.89 316.17 314.21 310.50 307.07 304.36 299.77 296.07
165.0 320.28 317.30 315.14 311.95 309.43 305.05 301.54 298.64 294.44
180.0 322.42 319.66 318.39 314.79 311.49 308.94 304.73 301.06 297.93
195.0 316.65 313.97 312.35 319.62 318.26 316.27 313.70 312.07 309.57
210.0 312.13 309.93 308.12 304.71 301.70 299.42 295.51 291.86 288.95
225.0 309.77 306.81 304.34 300.75 298.33 295.23 291.21 289.44 284.72
240.0 303.74 301.80 298.29 292.89 288.81 285.40 282.66 278.04 274.27
255.0 296.38 292.62 289.66 287.10 282.80 279.11 276.39 272.71 267.85
270.0 297.65 294.06 291.92 288.85 284.72 282.30 278.71 273.98 271.22
285.0 294.32 291.43 289.18 285.28 280.24 279.31 274.61 270.72 267.79
300.0 285.60 283.33 279.13 276.47 272.47 264.40 263.35 260.39 255.14
315.0 283.81 281.33 271.07 273.40 270.43 266.28 260.81 257.62 253.35
330.0 298.21 295.61 292.22 290.22 287.14 282.88 280.22 276.57 272.01
345.0 284.33 281.75 276.95 273.14 270.27 265.45 261.20 257.79 253.11
360.0 285.10 281.83 279.15 274.27 271.22 267.23 262.26 259.16 254.64

Chy(®) 27.0 28.0 29.0 30.0 31.0 32.0 33.0 34.0 35.0

0.0 248.79 244.01 240.58 235.94 232.41 226.44 221.50 217.62 211.11
15.0 231.72 228.23 223.45 217.16 213.33 208.18 201.79 198.01 192.95
30.0 237.51 232.57 226.56 22291 217.93 212.82 208.79 202.39 197.19
45.0 242.94 238.06 232.03 228.41 223.51 217.20 213.20 207.92 201.61
60.0 249.11 243.22 238.36 236.00 229.79 223.49 219.70 214.52 208.16
75.0 254.76 250.14 246.61 245.42 235.64 231.82 226.82 220.55 215.59
90.0 254.12 251.82 243.18 239.43 233.14 228.03 221.84 219.30 212.96

105.0 264.52 261.03 259.84 255.02 247.72 241.27 236.10 232.39 22591
120.0 282.74 277.52 273.02 269.51 264.79 258.79 254.98 249.78 243.42
135.0 289.56 284.35 280.98 276.33 270.60 265.86 262.93 256.66 251.67
150.0 293.07 291.98 283.12 279.83 278.69 269.22 265.57 260.71 254.44
165.0 292.26 285.69 281.27 279.03 270.58 267.07 260.89 257.20 252.28
180.0 292.66 288.41 285.06 279.43 271.14 265.09 260.23 256.56 251.73
195.0 305.84 303.54 300.61 296.48 293.67 287.08 284.13 283.14 278.02
210.0 284.21 280.20 277.13 271.83 267.55 264.28 259.80 253.85 250.06
225.0 282.01 278.16 273.06 269.93 265.55 260.15 255.67 252.16 246.05
240.0 271.28 262.91 261.88 258.71 250.93 248.71 245.10 240.38 234.43
255.0 264.89 260.73 255.41 252.28 247.90 242.05 238.56 233.68 227.57
270.0 267.35 263.47 260.43 254.03 250.95 247.66 242.01 237.31 233.70
285.0 262.93 258.86 255.73 250.42 246.01 242.58 236.73 231.95 228.27
300.0 250.97 247.76 242.03 237.27 233.72 227.55 223.94 218.93 213.85
315.0 247.94 243.54 240.14 234.16 230.45 225.49 219.38 215.65 210.54
330.0 269.28 265.15 259.44 256.13 251.61 245.95 242.68 238.16 233.46
345.0 247.18 243.73 239.15 233.42 229.83 224.82 218.45 214.64 209.61
360.0 248.79 244.01 240.58 235.94 232.41 226.44 221.50 217.62 211.11

Equipment: GMS 2000 Date: 2017-12-28 Operator: /b
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 14.08



Lightray LED 1-Light Wall Sconce

IntenSIty data(cd) Page: 14 Total:17
Ch(°) 36.0 37.0 38.0 39.0 40.0 41.0 42.0 43.0 44.0

0.0 206.06 199.71 195.96 190.79 186.88 180.30 174.98 170.94 165.54
15.0 189.16 182.70 177.60 172.40 168.56 161.93 156.76 152.97 146.59
30.0 193.35 186.90 181.84 178.00 171.47 166.30 162.37 155.83 150.63
45.0 197.81 192.63 186.21 183.67 177.16 171.99 168.14 161.54 156.28
60.0 204.45 199.43 193.03 189.20 183.93 177.30 173.44 168.18 161.62
75.0 211.89 205.60 201.91 196.86 190.23 186.38 181.19 174.57 171.95
90.0 209.25 204.23 197.81 193.96 188.76 182.12 178.21 172.84 166.06

105.0 220.83 217.08 210.76 205.56 201.67 194.91 189.54 185.63 178.83
120.0 239.55 234.29 227.89 224.02 218.97 212.38 208.18 202.72 196.08
135.0 247.78 241.35 236.32 232.53 226.01 220.59 216.43 209.61 204.21
150.0 250.67 245.70 243.20 235.64 230.35 223.61 219.58 214.25 208.81
165.0 246.19 242.41 237.19 230.55 227.93 221.19 219.88 211.69 208.89
180.0 245.48 241.61 236.28 229.65 225.61 220.27 213.35 209.19 203.70
195.0 273.74 270.50 265.11 260.61 256.96 250.75 245.74 242.01 235.66
210.0 245.04 238.86 235.03 230.01 223.63 219.78 214.52 207.86 203.74
225.0 242.35 237.47 227.69 222.79 217.78 211.49 207.50 202.19 198.18
240.0 230.76 225.97 219.92 216.19 211.21 204.81 200.82 195.51 188.82
255.0 223.94 219.08 212.90 209.13 203.97 198.76 194.93 188.23 182.91
270.0 227.55 222.54 218.83 212.56 207.50 203.66 197.11 191.80 187.79
285.0 223.27 216.92 213.08 204.23 201.63 197.71 192.39 185.77 181.78
300.0 207.35 203.52 198.38 191.72 187.79 182.48 178.47 171.95 166.73
315.0 204.11 200.21 195.07 189.82 185.81 175.16 173.89 169.91 163.46
330.0 229.75 223.43 218.45 214.76 208.46 203.42 199.63 193.23 187.97
345.0 203.34 199.53 194.44 189.24 185.21 178.75 173.40 169.29 162.67
360.0 206.06 199.71 195.96 190.79 186.88 180.30 174.98 170.94 165.54

Chy(®) 45.0 46.0 47.0 48.0 49.0 50.0 51.0 52.0 53.0

0.0 158.90 155.03 149.88 143.41 138.24 134.35 127.71 123.74 118.53
15.0 142.94 137.96 131.55 127.73 122.73 116.50 111.60 107.86 101.55
30.0 146.82 140.52 135.52 131.69 126.60 120.33 116.62 111.66 105.38
45.0 153.74 145.95 140.91 137.11 134.55 125.47 121.62 119.06 110.26
60.0 157.75 152.51 147.32 143.45 137.03 131.85 127.93 121.40 116.23
75.0 165.23 160.17 153.63 149.70 144.44 140.48 133.93 128.56 124.49
90.0 160.84 157.00 150.29 146.41 141.11 135.68 131.51 124.87 119.74

105.0 173.36 169.37 164.10 157.35 153.31 147.89 141.11 136.99 131.65
120.0 193.29 186.38 180.89 176.77 170.00 164.45 160.27 153.37 147.85
135.0 200.11 193.01 187.46 183.33 177.62 170.38 166.20 160.61 156.36
150.0 197.71 192.16 187.83 180.67 174.94 170.66 163.64 153.80 146.94
165.0 199.18 195.03 187.75 182.12 177.90 170.78 165.11 160.94 153.96
180.0 196.60 192.23 186.46 179.33 175.10 169.37 163.84 159.53 152.59
195.0 230.47 226.50 220.02 214.62 210.50 200.90 198.18 193.94 188.31
210.0 198.34 191.48 188.69 181.74 176.31 172.31 165.50 157.47 156.10
225.0 191.40 186.01 181.92 175.18 169.85 165.86 159.28 153.96 147.34
240.0 183.43 179.36 172.68 170.04 163.44 158.25 154.40 147.74 142.40
255.0 178.97 172.29 166.99 163.08 156.46 151.25 147.40 140.83 135.46
270.0 182.46 175.91 171.91 166.67 160.15 156.16 150.97 144.54 140.66
285.0 176.51 169.97 162.19 160.84 155.63 151.78 145.34 140.20 136.35
300.0 160.21 156.28 151.15 144.74 140.93 135.78 130.56 126.54 120.01
315.0 158.32 154.40 147.97 142.88 139.03 132.61 127.41 123.46 118.25
330.0 184.06 177.40 172.05 168.14 161.66 152.73 147.58 141.13 137.42
345.0 157.53 153.66 147.32 142.18 138.32 131.81 126.58 152.34 147.26
360.0 158.90 155.03 149.88 143.41 138.24 134.35 127.71 123.74 118.53

Equipment: GMS 2000 Date: 2017-12-28 Operator: /b
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 14.08



Lightray LED 1-Light Wall Sconce

IntenSIty data(cd) Page: 15 Total:17
Ch(°) 54.0 55.0 56.0 57.0 58.0 59.0 60.0 61.0 62.0

0.0 111.92 108.04 102.80 96.28 92.43 87.29 82.22 78.53 72.42
15.0 96.59 92.88 87.91 84.24 78.13 73.33 67.32 59.25 53.58
30.0 101.61 96.61 90.35 86.66 85.39 75.67 72.12 70.87 61.45
45.0 106.57 101.45 95.05 91.36 90.09 80.19 76.58 71.75 65.78
60.0 112.40 106.03 102.17 97.03 90.70 85.69 81.96 75.85 71.03
75.0 118.01 112.85 108.93 102.42 97.21 92.09 88.17 84.34 78.15
90.0 113.19 109.28 103.99 97.35 93.42 89.45 84.28 77.97 72.94

105.0 124.95 121.02 115.75 109.11 105.08 99.79 95.70 90.39 83.94
120.0 143.75 136.95 131.57 127.53 120.79 119.50 111.25 105.77 98.93
135.0 149.34 143.85 137.07 133.06 127.59 120.65 116.48 110.77 106.49
150.0 141.53 137.44 132.03 125.07 120.93 115.27 111.05 103.77 97.90
165.0 148.47 144.46 139.05 132.11 130.74 122.31 115.19 105.04 97.70
180.0 147.10 143.00 136.02 130.34 126.10 118.94 113.13 108.71 101.53
195.0 181.33 177.24 171.73 164.81 160.70 155.21 148.31 144.23 138.71
210.0 149.30 143.81 139.76 132.84 132.84 127.33 119.14 116.38 110.93
225.0 143.25 137.82 133.68 128.22 121.46 113.27 111.92 105.18 101.06
240.0 138.44 131.57 126.08 122.00 115.15 107.04 105.72 99.01 93.72
255.0 131.40 124.59 119.12 115.09 109.68 102.98 99.05 93.88 87.47
270.0 135.38 128.68 124.65 119.34 112.64 108.65 103.34 98.18 94.31
285.0 129.69 124.38 120.51 113.83 108.51 104.62 98.16 93.08 89.32
300.0 116.05 110.79 104.29 99.17 95.30 87.85 84.12 80.33 74.38
315.0 111.68 107.72 102.50 96.10 92.37 83.70 81.20 77.56 72.74
330.0 132.19 125.62 121.78 116.62 110.00 106.13 100.90 94.39 90.64
345.0 142.14 138.32 131.77 126.58 122.67 116.15 110.97 107.04 100.54
360.0 111.92 108.04 102.80 96.28 92.43 87.29 82.22 78.53 72.42

Chy(®) 63.0 64.0 65.0 66.0 67.0 68.0 69.0 70.0 71.0

0.0 67.60 64.01 58.06 53.36 49.91 44.16 39.74 36.53 31.23
15.0 50.17 45.79 40.51 37.34 36.37 30.36 25.58 21.93 21.10
30.0 59.23 53.60 49.14 45.83 40.51 36.37 33.35 28.48 24.79
45.0 62.25 57.73 52.05 48.74 44.34 39.09 36.01 32.01 28.20
60.0 67.42 62.62 56.91 49.02 43.49 40.33 36.19 31.23 28.30
75.0 73.23 67.17 63.50 58.84 53.18 48.64 45.25 39.94 36.75
90.0 69.15 63.10 58.40 53.72 50.23 44.62 41.27 40.26 31.93

105.0 78.79 74.88 68.57 63.58 59.85 53.88 49.14 45.61 40.10
120.0 94.93 89.61 82.93 79.06 73.85 67.28 63.93 58.88 52.63
135.0 99.43 93.76 86.68 83.98 77.16 71.81 67.88 61.37 56.30
150.0 90.45 86.04 80.27 73.21 69.19 63.87 57.37 53.58 48.52
165.0 91.73 87.31 80.03 75.81 70.26 63.52 59.61 54.45 53.16
180.0 95.78 91.42 84.48 78.98 74.86 69.47 62.88 58.94 53.78
195.0 131.69 127.51 121.94 116.36 112.14 105.16 99.67 95.58 88.84
210.0 106.89 100.12 94.75 86.84 85.49 78.86 75.02 69.90 63.46
225.0 95.74 89.12 83.88 79.98 73.63 69.82 64.81 58.70 56.24
240.0 89.83 84.66 78.29 74.56 69.58 63.46 59.89 55.13 49.28
255.0 83.66 78.67 72.56 68.87 64.05 58.20 54.61 50.01 45.47
270.0 88.09 83.09 79.34 73.31 68.51 64.86 59.03 54.35 50.86
285.0 83.07 78.21 74.60 69.80 63.81 60.34 55.64 49.83 46.46
300.0 70.69 65.92 60.07 57.67 51.90 47.33 41.80 38.51 34.21
315.0 66.65 63.12 58.42 52.53 49.14 44.58 40.18 36.92 31.65
330.0 81.98 79.50 75.95 71.07 66.29 62.70 56.77 52.11 48.64
345.0 95.34 91.50 81.42 80.19 73.02 70.56 65.76 62.15 57.43
360.0 67.60 64.01 58.06 53.36 49.91 44.16 39.74 36.53 31.23

Equipment: GMS 2000 Date: 2017-12-28 Operator: /b
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 14.08



Lightray LED 1-Light Wall Sconce

IntenSIty data(cd) Page: 16 Total:17
Ch(°) 72.0 73.0 74.0 75.0 76.0 77.0 78.0 79.0 80.0
0.0 27.19 24.31 19.57 16.04 13.62 10.47 6.90 3.47 3.01
15.0 16.00 12.06 9.90 7.22 4.30 2.58 1.73 0.77 0.38
30.0 22.05 17.79 14.56 12.27 8.73 6.21 4.56 2.88 1.49
45.0 25.44 20.94 17.55 15.19 11.34 8.61 6.76 4.12 2.54
60.0 24.59 20.19 14.44 11.42 9.32 6.19 4.16 2.97 1.13
75.0 32.68 27.86 24.99 21.38 17.97 15.51 11.70 8.94 5.97
90.0 28.89 25.05 20.56 17.95 14.73 11.03 8.31 6.48 4.01

105.0 35.77 32.60 30.64 23.80 20.98 17.57 13.62 11.34 8.59

120.0 49.04 44.34 38.59 35.42 32.20 26.06 23.24 19.61 15.33
135.0 52.55 49.93 42.71 38.15 34.78 28.40 25.46 20.66 17.11
150.0 44.80 40.04 34.35 30.04 26.93 22.07 18.40 15.77 11.86
165.0 45.67 39.60 38.43 29.63 26.49 22.55 19.79 15.37 12.14
180.0 47.49 43.77 39.09 36.86 30.28 26.16 21.30 18.52 15.03
195.0 83.51 79.50 72.98 67.76 63.87 57.49 49.97 48.80 42.79
210.0 59.75 54.79 48.74 45.23 40.65 35.08 31.93 27.80 22.90
225.0 50.35 45.69 42.24 36.77 32.56 27.46 24.51 20.78 18.11
240.0 45.83 41.33 35.97 32.80 28.71 23.86 21.02 17.51 14.12
255.0 42.16 36.73 32.54 29.53 23.68 20.82 18.16 13.86 10.77
270.0 45.29 40.89 37.62 32.42 28.40 25.34 21.54 17.13 14.52
285.0 42.02 36.61 33.47 27.43 24.45 21.60 17.97 13.72 11.32
300.0 29.13 26.10 22.29 19.53 15.11 11.86 9.64 6.17 3.93

315.0 27.60 22.71 19.99 16.40 13.84 9.95 7.12 5.16 2.70

330.0 42.99 38.61 35.40 30.16 26.12 20.39 18.64 15.13 12.65
345.0 51.58 48.13 43.57 38.11 34.88 30.70 25.70 22.78 19.08

360.0 27.19 24.31 19.57 16.04 13.62 10.47 6.90 3.47 3.01
Cly(°) 81.0 82.0 83.0 84.0 85.0 86.0 87.0 88.0 89.0
0.0 1.47 0.65 0.46 0.30 0.26 0.24 0.18 0.14 0.14
15.0 0.30 0.28 0.24 0.18 0.18 0.20 0.20 0.16 0.18
30.0 0.83 0.42 0.38 0.34 0.28 0.26 0.26 0.26 0.22
45.0 1.69 0.58 0.38 0.38 0.34 0.22 0.24 0.26 0.22
60.0 0.42 0.32 0.24 0.22 0.14 0.16 0.16 0.14 0.14
75.0 4.44 2.70 1.37 0.40 0.34 0.24 0.26 0.20 0.18
90.0 3.11 0.87 0.36 0.32 0.20 0.14 0.18 0.14 0.12
105.0 5.71 4.14 2.08 0.52 0.32 0.28 0.26 0.16 0.20
120.0 13.03 10.15 6.86 5.75 3.17 1.17 0.52 0.36 0.32
135.0 14.67 11.60 8.13 6.33 4.14 2.52 0.61 0.40 0.26
150.0 9.00 7.00 4.22 2.56 0.79 0.38 0.34 0.26 0.20
165.0 9.97 6.60 4.32 2.74 0.89 0.34 0.28 0.22 0.22
180.0 11.14 9.64 6.35 4.09 2.46 0.54 0.32 0.32 0.20
195.0 38.19 34.88 30.60 25.44 22.55 18.88 14.60 12.20 9.28
210.0 20.13 16.64 13.37 11.05 7.56 5.24 3.69 1.07 0.40
225.0 13.92 10.85 8.67 5.65 3.63 1.63 0.63 0.46 0.36
240.0 11.70 8.15 5.71 4.14 1.86 0.58 0.34 0.30 0.24
255.0 8.63 3.97 3.53 2.28 0.65 0.36 0.28 0.22 0.22
270.0 11.30 7.81 5.85 3.77 1.94 0.95 0.38 0.32 0.30
285.0 8.41 5.81 4.18 2.12 1.09 0.54 0.30 0.26 0.22
300.0 2.24 1.51 0.63 0.42 0.34 0.32 0.24 0.20 0.26
315.0 1.55 0.97 0.44 0.36 0.30 0.26 0.20 0.20 0.20
330.0 9.56 6.13 4.32 2.48 1.27 0.81 0.44 0.34 0.32
345.0 14.75 12.27 9.26 5.87 3.19 2.30 1.31 0.91 0.36
360.0 1.47 0.65 0.46 0.30 0.26 0.24 0.18 0.14 0.14
Equipment: GMS 2000 Date: 2017-12-28 Operator: /b

Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 14.08



Lightray LED 1-Light Wall Sconce

Intensity data(cd) Page: 17 Total:17
Chy(°) 90.0
0.0 0.00
15.0 0.18
30.0 0.26
45.0 0.22
60.0 0.22
75.0 0.18
90.0 0.20
105.0 0.22
120.0 0.28
135.0 0.26
150.0 0.22
165.0 0.16
180.0 0.18
195.0 6.05
210.0 0.38
225.0 0.26
240.0 0.20
255.0 0.16
270.0 0.24
285.0 0.20
300.0 0.24
315.0 0.16
330.0 0.28
345.0 0.32
360.0 0.00
Equipment: GMS 2000 Date: 2017-12-28 Operator: /b

Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 14.08



