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Sample Description

Luminaire Type Eyebrow LED 1-Light Wall Mount Model/Type 86163

Input Type AC DC Rated Voltage 120VAC,60Hz

Rated Wattage 8 W Lamp Rated Flux N/A

Lamp Type LED Lamp Model N/A

Power Supply Type LED driver Power Supply Model Not Provided

Luminous Length 130 mm Luminous Width 60 mm

Luminous Diameter N/A Luminous Height 120 mm

Sample Code of lab. 191014106002

Test Condition

Temperature 25.0 Humidity 65%

Test Equipment LC-I-902 GMS-2000 Test Mode C-Gamma

Test Date 2019-10-15 Test Method Absolutely photometric

Azimuth (C) 15 Elevation (Gamma) 5

Test distance 30.00 m Uncertainty Considered

Stabilization 2 hours

Characteristics

Input Voltage 120.04 V Input Current 0.067 A 

Wattage 7.81 W Power Factor 0.970

Total lumens 376.69 lm Luminous Efficacy 48.23 lm/W

Luminaire Efficiency 100% Central Intensity 31.774 cd

Max intensity 90.732 cd Angle of max intensity C=75.0,Gamma=65.0

Maximum S/H C0_180= 1.24,C90_270= 2.93 CIE Type Semi-Direct lighting

Luminance Data (cd/m2)

Gamma 45 50 55 60 65 70 75 80 85

C0 2249 2154 2069 1986 1915 1837 1788 1762 1776

C45 4312 4370 4416 4467 4514 4559 4603 4635 4733

C90 8443 8813 9117 9504 9918 10336 10801 11267 11942
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Light Distribution Curve(cd)
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Zonal flux distribution table
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ISO illuminance diagram(Lux)
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Lux distance Curve
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Utilization factor table
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Intensity data(cd) 
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Intensity data(cd) 
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Intensity data(cd) 
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Appendix A Product Photo

Picture 1

Picture 2

****End of test report****


