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58120Item/Model Number:

Pathfinder Step Light

Lamping I Ampoule:1xLED 3W(Included)
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 LED CC DRIVER

Triac Dim

L1.5”*W1.1”*H0.9”

100-277V  25Vdc Max 270mA

SST-4W270-QFCI-A0

E

-0.66
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For outdoor use, caulk around fixture with silicone sealant to prevent water intrusion. Leave a gap at the bottom to allow moisture to escape.

Pour une utilisation à l’extérieur, calfeutrez autour du luminaire avec un scellant en silicone pour empêcher l’intrusion d’eau. Pour une utilisation à

l’extérieur, calfeutrez autour du luminaire avec un scellant en silicone pour empêcher l’intrusion d’eau. Laissez un espace au fond pour permettre à

l’humidité de s’échapper.

Para uso en exteriores, selle el accesorio alrededor del sellador de silicona para evitar la intrusión de agua. Deje un espacio en la parte inferior para

permitir que la humedad escape
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0.9"

VERIFIED LIST OF TESTED DIMMERS GENERAL COMPATIBILITY

MUST be installed by an experienced professional

CRITICAL KNOWLEDGE of electronic lighting systems required

2025 MAXIM LIGHTING

https://www.maximlighting.com/led-dimmer

Triac Dimming

Lutron Diva DVCL-153P 
Lutron Diva DVELV-300P
Lutron Skylark CTCL-153P
DEAKO-Smart Dimmer
DEAKO-Simple Dimmer  
LEVITON 6672-L
LEVITON 6674
LEVITON DSL06

1.5"

1.1"

MODEL:SST-4W270-QFCI-A0

PRI:100-277V-50/60Hz λ:0.9 0.04A

SEC:6-14Vdc 270mA Max 25Vdc

POWER:4.5W Max.   ta:40℃  tc:85

CONFORMS TO UL STD.8750  CLASS 2

CERTTIFIED TO CSASTD.C22.2 NO.250.13
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LED POWER SUPPLY

L1.5"*W1.1"*H0.9"
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