
  Lamping I Ampoule I 1 x AC LED 11W ( Included )

87655
Snug 4" LED Recessed Downlight 
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GENERAL 120V

reach of children.
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#8-32x1"

3 of (6)

B

C

D

Before getting,started,ensure the package
contains the following components:

Antes de comenzar, asegurese de que el paquete
contenga los siguientes componentes:

Avant de commencer, assurez-vous qu le
paquet contient les composants suivants:
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Fig.2
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1. Prior to installation, twist the trim anticlockwise off from the fixture.

2. Connect supply wires to wires on fixture with wire nuts. Connect white to white, black to black and 
    green wire to green wire as grounding connection.

3. Select the desired Color Temperature by setting the sliding switch to the target CCT (See Fig.2)

4. Install the fixture to the junction box with screws

5.Twist the trim clockwise on the fixture and lock the trim in place.
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Tear off the Tape

Plastering
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1. Prior to installation, twist the trim anticlockwise off from the fixture.

2. Connect supply wires to wires on fixture with wire nuts. Connect white to white, black to black and 
    green wire to green wire as grounding connection.

3. Select the desired Color Temperature by setting the sliding switch to the target CCT (See Fig.4)

4. Install the fixture to the junction box with screws

5. Tear off the tape on the back of the plaster protection cover, stick to the lens, after finishing the 

    plastering then take off the protection cover.  

 



GENERAL COMPATIBILITY

IMPORTANT!

VERIFIED LIST OF TESTED DIMMERS  

https://www.maximlighting.com/led-dimmer

Only at 120VAC
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87655

WIRING DIAGRAM

MUST be installed by an experienced professional
CRITICAL KNOWLEDGE of electronic lighting systems required

NOT

IMPROPER WIRING and/or INCORRECT DIMMER use can cause CATASTROPHIC DAMAGE!
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