
Lamping | Ampoule 1 X LED Integrated  3W/5W/10W/15W/20W (Included)

Item/Model Number: 89800 89801 89802 89803 89804
Slim Stick
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DRV898-2460BK
60W ADAPTER

(SOLD SEPERATELY)

CRD898-18BK 
CRD898-36BK
CRD898-60BK

LINKING CABLES
(SOLD SEPERATELY)

END TO END CONNECTOR
(SOLD SEPERATELY)

END TO END CONNECTOR
(SOLD SEPERATELY)

MOUNTING BRACKET

   DHW898-2496BK
   Hardwired Driver
SOLD SEPERATELY

x1G



Installation Instructions
1. Mark the mounting position on the surface to align the LED Lightbar.
2. Align and secure the mounting clips to the surface.
3. Gently push the LED Lightbar into the mounting clips.
4. Connect LED Lightbars to create a continous row like (A)(B) (C) (D) . Be careful not to go over the wattage

limit of the driver when connecting LED Lightbars.
5. Check the connections and turn the power on.

LIGHTBAR STICK INSTALLATION

• Pleas e make sure  that the tota l power  of the run does not exceed  the rating  of the driver

LIGHTBAR STICK WIRING DIAGRAM
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WARNING: Wires need to be
connected to driver found in
canopy and should not be
connected directly to power
source or a short may occur.
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