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Job Name: Job Type:

Quantity:

Comments:

PRODUCT DESCRIPTION

Featuring robust aluminum construction, the Tunnel collection is designed for commercial applications outdoor. A
rectilinear form of uniformly illuminated frosted UV-rated acrylic diffuser is framed in Black or Brushed Aluminum
metal. Commercially rated, dedicated 120-277V LED components, delivers reliable performance in demanding
environments. While ideal for exterior facades, its ADA-compliant extension makes it equally suited for interior

spaces such as elevator lobbies, hallways, and meeting rooms.

MEASUREMENTS
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BULB INCLUDED
DIMMABLE

CRI
COLOR_TEMP
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:8"W x 15" Hx 4" Ext
1 075" W x4.25"H x7.5"HCO
1 6811b

1 120V

: 1,800 Rated (900 Del.)

: 2x9W LED DC Integrated , 18W Toftal
: (Integrated)

: Triac CL

: 90 CRI

1 27-30-35-40-50K

LIGHTING_DIRECTION : UP & Down

Always consult a qualified electrician before installing any li

FINISHES OPTION

. Black (BK)

Brushed Aluminum (AL)

GLASS
White WT

MATERIAL
Satinledd Steel, Acrylic

RATINGS

CETLus
Wet Location
ADA

@.06C

ADDITIONAL

INSTALL UP/DOWN: UP & Down
RATED LIFE 35000 Hours
OPERATING TEMPERATURE:
-20°C (-4°F), 40°C (104°F)




