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PRODUCT DESCRIPTION FINISHES OPTION
Defined by its contemporary edge, this series of flush mounts and wall sconces features a layered dimensional shade

of acrylic. The thick miter cut Clear acrylic encases an inner opal White diffuser that is evenly illuminated by a . Black (BK)
high-powered integrated LED. Select from 5 different color tfemperatures using an easily accessible switch on the
frame.

Natural Aged Brass (NAB)
Satin Nickel (SN)

MEASUREMENTS White (WT)
DIMENSION SI1ML X 1T1"W x 1.5"H
HANGING WEIGHT : 2.541b GLASS
LAMPING Clear and Frosted CLFT
INPUT VOLTAGE  : 120V
LUMENS : 2,250 Rated (1,800 Del.) MATERIAL
BULB : 1 x25W LED AC Integrated , 25W Total aluminum-+ Iron
BULB INCLUDED : (Integrated)
DIMMABLE : Triac/ELV dimming RATINGS
CRI : 90 CRI
cETLus
COLOR_TEMP : 3000K Wet Location
CATitle 24

@0t

ADDITIONAL
RATED LIFE 50000 Hours
OPERATING TEMPERATURE:
-20°C (-4°F), 40°C (104°F)

Always consult a qualified electrician before installing any lighting product.




