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PRODUCT DESCRIPTION FINISHES OPTION
Designed with a recessed optical lens housed in the center of a sloped interior edge, the Caldera collection
provides a luminous light source with minimal glare and infriguing beam angle. The collection's flush mounts . Black (BK)

feature an exfremely small profile, extending less than 2" from the ceiling surface. With a diameter of 3.25 inches,

the flush mounts also include a mud-in plate for clean architectural finishing applications as well as a cover plate Natural Aged Brass (NAB)

for simpler installations that do not require additional preparation. White (WT)
MEASUREMENTS
DIMENSION ©325"W x1.5"H MATERIAL
CANOPY : 5.25"W x0.25"H x5.25"L Aluminum, Glass
HANGING WEIGHT ~ : 0.831b
LAMPING RATINGS
INPUT VOLTAGE  : 120-277V CETLus
LUMENS : 1,360 Rated (1,200 Del.) Damp Location
BULB : 1x 12W LED DC Infegrated , 12W Total Energy Star
— BULB INCLUDED : (Integrated)
j DIMMABLE - Triac or ELV at 120V €. (&)
0 15,251 CRI :90 CRI
COLOR_TEMP - 3000K
ADDITIONAL
RATED LIFE 50000 Hours
OPERATING TEMPERATURE:

20°C (-4°F), 40°C (104°F)

Always consult a qualified electrician before installing any lighting product.




