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PRODUCT DESCRIPTION

FINISHES OPTION

Square profiles rise vertically to deliver crisp architectural lighting suitable for both residential and commercial

applications. Designed with a compact footprint that meets ADA requirements, the fixture provides generous . Architectural Bronze (ABZ)
ilumination while maintaining a refined, low-profile presence. Choose configurations that cast light downward for

Dark Sky compliance or both upward and downward for balanced wall washing. A concealed 120-277V universal Black (BK)

voltage LED driver is integrated within the frame for dependable performance. Finished in durable outdoor

powder coats of Matte Black, Architectural Bronze, or White, this series offers a versatile and modern solution for MATERIAL

exterior lighting.

Aluminum, Glass

MEASUREMENTS
DIMENSION 1 2.5"L Xx2.5"W x7.75"H RATINGS

CANOPY D 4.75"W x0.25"H x4.75" L cETLUS

HANGING WEIGHT  : 1.11b Damp Location
LAMPING

INPUT VOLTAGE ~ : 120-277V @. 0

LUMENS : 700 Rated (600 Del.)

BULB : 1 x7W LED DC Intergrated , 7W Total

BULB INCLUDED : (Integrated) ADDITIONAL

DIMMABLE : TriacA orA ELV at 120V RATED LIFE 50000 Hours
CRI - 90 CRI OPERATING TEMPERATURE:
COLORTEMP  :3000K -20°C (-4°F). 40°C (104°F)

Always consult a qualified electrician before installing any lighting product.
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