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PRODUCT DESCRIPTION FINISHES OPTION
High performance and high in style, the Crisp is constructed like a surface mount that can install info a variety of 4-0
junction boxes while designed with a recessed appearance. The fixtures almost impossibly slopes into the junction White (WT)

box with snap in trims in a variety of styles. Purchase the mud-in ring assembly kit and you can opf for a trim-less
design. Not only good-looking, each unit also delivers over 1000 lumens providing ample lighting. With its concave
design, the light source is obscured from the finished ceiling surface thereby reducing glare. Available in warm 3000K| MATERIAL

single CCT or 5CCT selectable with an accessible switch behind the faceplate so you can set your preferred light Alumimum, Steel, PC
temperature without removing the light from the junction box.

MEASUREMENTS RATINGS

DIMENSION 5L x5"W x3.75"H \C/:VE;-LEZ cation
HANGING WEIGHT ~ : 0.51b Energy Star

LAMPING CA Title 24

INPUT VOLTAGE - 120V

LUMENS - 900 Rated (1,000 Del.) = po
BULB - 1 x 12W LED PCB Infegrated , 12W Total @.0=a
BULB INCLUDED - (Infegrated)

DIMMABLE . Trioc or ELV ADDITIONAL

CRI - 90 CRI INSTALL UP/DOWN: Up
COLOR_TEMP  27-30-35-40-50K RATED LIFE 50000 Hours
LIGHTING_DIRECTION : Down OPERATING TEMPERATURE:

-20°C (-4°F), 40°C (104°F)

Always consult a qualified electrician before installing any lighting product.




