BASIC MAX-INDOOR 8990589907

The Basic-Max ceiling fan features the ability to be installed three different ways: dual mount, downrods, and optional stems

up to 72" long.
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LAMPING DIMENSIONS ENERGY INFO AT HIGH SPEED DOWNRODS
45 | NO LIGHT KIT 52" Dx 12.5 H AIRFLOW: 4237 CFM 12" (FRD12)
g (FKT OPTIONS ON PAGE 72) BLADES: 5 x 20.5" AIRFLOW EFFICIENCY 78 CFM /W 18" (FRD18)
& ELECTRICITY USE: 38W 24" (FRD24)
36’ (FRD36)
IS | 4% 9W LED E26 MED, CRI: 90+ 52" D x 18.25"H AIRFLOW: 4111 CFM 48" (FRD48)
& | LUMENS: im 1680 DELIVERED BLADE: 5 x 20.5" AIRFLOW EFFICIENCY 78 CFM /W ?g,, EEEB%
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Includes:
COMPLETE FINISH AND BLADE OPTIONS: BLADES 4" Downrods
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. OIL RUBBED BRONZE /
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SILVER MAPLE (SNSM)
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SATIN NICKEL /
WALNUT PECAN (SNWP)

OIL RUBBED BRONZE W/ WALNY

Always consult a qualified electrician before installing any lighting product.

MATERIAL: MDF
PITCH: 12°
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